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INDU BAY GEN3
Emergency Lighting

Installation Instructions
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INDU BAY GEN3 1

4.5kg(9.92lb)

122mm(4.80in)

330mm(12.99in)

INDU BAY GEN3 2

4.5kg(9.92lb)

122mm(4.80in)

330mm(12.99in)

INDU BAY GEN3 3

6.8kg(14.99lb)

135mm(5.31in)

400mm(15.75in)

INDU BAY GEN3 4

6.8kg(14.99lb)

135mm(5.31in)

400mm(15.75in)

Weight(Bracket)

H

φD

THD <20% without dimming the luminaire
In-rush current: Cold start max. 65A (twidth=550μs) @230VAC
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M10X22 M4X12
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8

15 ± 0.5 Nm 5 ± 0.2 Nm

15 ± 0.5 Nm

Warning: 
reinforced insulation shall be 
provided between LV supply 
and control conductors

Caution, risk of electric shock!

3

5 ± 0.2 Nm

8

EM BOXLAMP

Emergency box connection



INBAY31/32-WW/NW/CW-C-2-N/A/D/S-EM
Time Measured photometric data (lm)
5s (emergency mode) 436,6
60s (emergency mode) 431,2
Continuously to end of rated duration (s) (emergency mode) 418,8

Emergency mode photometric data



INBAY33/34-WW/NW/CW-C-2-N/A/D/S-EM
Time Measured photometric data (lm)
5s (emergency mode) 397,7
60s(emergency mode) 395,5
Continuously to end of rated duration (s) (emergency mode) 388,4

Emergency mode photometric data



INBAY31/32-WW/NW/CW-R-2-N/A/D/S-EM
Time Measured photometric data (lm)
5s (emergency mode) 424,4
60s(emergency mode) 424,3
Continuously to end of rated duration (s) (emergency mode) 412,6

Emergency mode photometric data



INBAY33/34-WW/NW/CW-R-2-N/A/D/S-EM
Time Measured photometric data (lm)
5s (emergency mode) 402,9
60s (emergency mode) 397,4
Continuously to end of rated duration (s) (emergency mode) 386,8

Emergency mode photometric data



INBAY31/32-WW/NW/CW-W-2-N/A/D/S-EM
Time Measured photometric data (lm)
5s (emergency mode) 400,0
60s(emergency mode) 397,1
Continuously to end of rated duration (s) (emergency mode) 389,9

Emergency mode photometric data



INBAY33/34-WW/NW/CW-W-2-N/A/D/S-EM
Time Measured photometric data (lm)
5s (emergency mode) 394,8
60s (emergency mode) 391,5
Continuously to end of rated duration (s) (emergency mode) 379,3

Emergency mode photometric data


