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Safety warning

without notic

hanges

nature and subject to

— —

Qualified

of an indicativ

= 1. Make sure you understand 2. Qualified electrician is 3. Class | equipment. 4. Disconnect power
K all contents of this manual required for installation, Must be earthed before installation or
° before installation. replacement and test on light correctly. maintenance.

o

5

source or whole lamp.

»
&

- The information, descriptions and illustrations

Indoor use [
5. Maximum current of 6. For indoor use only. 7. Caution, risk of 8. Do not dispose
main supply circuit is electric shock. carelessly. Use separate
16A. collection facilities.

ons 3 (Belgium)

3 M20 M25

¥ @6-11mm 211-15m

b

8 9. Cable diameter for M20 10. Cable diameter for M25 11. Power should be always

5 cable gland is min. 6 mm, cable gland is min. 11 mm, turned off during installation.

max 11 mm max 15mm LED module installation

under live trunking rail is
forbidden!

For power cord please use HO7RN-F. The diameter of power cord shall be 1.5mm? for main supply and
1.0mm?2 for signal at least.

By using 1.5mm?2 power cord for main supply, the maximum current / wattage of a circuit is 10A / 2000W.
The total load in this circuit shall not over the maximum current / wattage.

Stéphane Halleux - Schréder International Se

By using 2.5mm?2 power cord for main supply, the maximum current / wattage of a circuit is 16A / 3200W.
The total load in this circuit shall not over the maximum current / wattage.

Any additionally used terminal box shall be approved according to EN 60998-2-1 or EN 60998-2-2; and
shall comply with below specification:

. the type of terminal (screw/screwless);

. number of terminals (3 terminals for L,N,G connection at least);

. rated voltage (>450 V);

. rated connecting capacity (0.75-2.5mm?2);

. the wire end must be clamped by crimp terminal wire connector to prevent the free wire of conductor
escaping;

6. the terminal block must be protected against of electric shock;

GHWON =

Schréder S.A. 2020 - Executive Publisher:

©
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Maximum number of interconnected luminaire

By using 1.5mm? power cord for main supply, the maximum wattage of a single circuit is 2000W.

By using 2.5mm? power cord for main supply, the maximum wattage of a single circuit is 3200W.

_~Main power cord: 1.5 or 2.5mm?

A7

r
[
N
[

No.1 CNo2' ... P _~"Non

Luminaire modules: 1 ... 2 3 .. N.

“n” stands for maximum number of interconnected luminaire modules

Model Watiage |11t |1
INCON21-1-cdd-ee-2-f 50w 40pcs 64pcs
INCON21-2-cdd-ee-2-f 80w 25pcs 40pcs
INCON22-3-cdd-ee-2-f 100W 20pcs 32pcs
INCON22-4-cdd-ee-2-f 140W 14pcs 22pcs
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System overview

without notic

T INCON2-SK-PH

o INCON2-CG-M25
| INCON2-5M ! INCON2-CG-M20
: INCON2-SK-CO INCON2-RCLIP-CORD INCON2-EC

herein are only o

INCON2-STBOX(NF) INCON2-STFEED INCON2-MIDFEED-STD INCON2-MIDFEED-WROOF INCON2-ENDFEED

INCON2R-xSTD
(x can be “8”or “16” stands for 8ft or 16ft length)

- The information, descriptions and illustrations

um)

INCON2R-xWROOF

tj INCON2R-ROOF415 (x can be “8”or “16” stands for 8ft or 16ft length)
g = INCON22-b-cdd-140-2-f
o (PC cover, 140° beam angle only)

INCON22-b-cdd-ee-2-f
(PMMA Lens cover)

INCON21-b-cdd-140-2-f
(PC cover, 140° beam angle only)

INCON21-b-cdd-ee-2-f
(PMMA Lens cover)

- Schréder International Services S.A.

Stéphane Halleux

INCON2-PBC

INCON2-FUNCMOD

Schréder S.A. 2020 - Executive Publisher:
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1. INCON2R-xXWROOF

X" ="“8” means “8ft rail”
X" ="“16" means “16ft rail”

80*25mm

Ty
I e R il
.| Nou conTLINE GeNg Tremking Rl

i
2 Made in PR|

o
FL | INCON2R-16WROOF

| NeNER o3 2
A e 7 7 C €K

The content is only for demonstration use!

2. INCON2R-xSTD

X" = “8” means “8ft rail”

X" =“16” means “16ft rail”

S s

Y | Simco Lonarsoer Schréder

it e, g
NDU CONTILINE GENz Trurking il

e wES €&

ek Made in PR

The content is only for demonstration use!

“Noss  (NOSN

mm?, 16A MAX.

1.5mm?, 10A MAX

(NO.8)F1/LEM (NO.13)F2
(NO.9)EL1 (NO.12)EL2
(NO.10)EN1 (NO.11)EN2
orientation (NO.7)DA2
(NO.4)D (NO.6)DA1

(NO.1)L1
(NO-2)L2
(NO3)L3  (NOSN

INDU CONTILINE GEN2_IS_08-2020
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Luminaire Module

3. INCON2a-b-cdd-ee-2-f

Please see the model interpretation in Annex 1.
Red dot

Somacer SA .
Rt o 67,5110 B Bogum__ SCHIFECEF
NOU CONTILINE GENZ 1- NGONG1-065507

INCONZ 118405025 w CE
slE o on1 0/ 8 e
S0 320-240V- 5016002 0 9A

TR ips0Ios  smvvnoom0_ado mPRC

The content is only for demonstration use! /" Blue dot

Red dot

Blue dot

orientation
Green
L1(Black) D(Green)

defaultlive |5 | 3 position

Default connection

LED Driver

LED Driver

LED Driver

EM2 LED Driver

Emergency Power Supply -2

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com 5/28



4. INCON2-FUNCMOD

Functional module (for sensor or external connection)

orientation

(3 Position: L3

(@ Position: L2

F1/LEM
©@EL1 0
GO EN1

em@ L

Cable tie attached to each wire

@F2

@EL2
@EN2

@ DA2

.- 0.5mm2 PVC cable, 4A MAX.

M20 Rubber grommet x 2

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com
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Conjunction point

R

Lend™

=
8
<
k]
3
g
2
2
3

415mm Stiffener roof part for std trunking rails (use to overlap junction points)

5. INCON2-PBC
8ft Plastic Blank cover
6. INCON2R-ROOF415

7128

www.schreder.com
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7. INCON2-RCLIP-CORD

Clips for the Roof with cord

4 ®=25mm

Safety plate

8. INCON2-RCLIP

Clips for the Roof with pigtail hook

Safety plate

Safety plate

Stuck Ending!
Do not continue to turn.

D &2

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com 8/28
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9. INCON2-SK-CO

Suspension Kit with Cord (2 meters)

@ ©=25mm

10. INCON2-SK-PH

Suspension Kit with pigtail hook

Stuck Ending!
Do not continue to turn.

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com 9/28
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CH2

INCON2

11.

2 meters of suspension chain

) i =) W= =
2
24\

X

b s S 5
S = = R

4mm
30KG

e

/mm

12. INCON2-ECROOF

Endcap for Roof only, *including a rubber grommet

10/28
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180°
wire cap

*with wire cap
Endcap

Endcap,

13. INCON2-EC

11/28
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Accessories

14. INCON2-CG-M25 (20)

Cable gland (Wire protector) M25, M20

15. INCON2-STBOX(NF)

Start Box (no feed)

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com 12/28



-M20

w0
o
=
(=]
oN
=

. M20-M25-M20

STD

Start Feed Box
Middle Feed Box

16. INCON2-STFEED
17. INCON2-MIDFEED-

13/28

www.schreder.com
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18. INCON2-MIDFEED-WROOF

Middle Feed Box with Roof(Only for rail with Roof)

O\ . _-M20-M25-M20

19. INCON2-ENDFEED

End Feed Box

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com 14/28
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Wrench (27,33)

Screwdriver (PH2)
Saw

Electric drill

1. Essential tools
Tape-line

2. Optional tools

15/28
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Installation step

Power should be always turned off during installation. A
LED module installation under live trunking rail is

forbidden! @—N\—QD-

v

Mode 1 Mode 2 Mode 2 Mode 3

1. Wiring cable of %
power supply M % y

INCON2-STFEED  INCON2-MIDFEED-STD  INCON2-MIDFEED-WROOF  INCON2-ENDFEED

2. Connect Rails

3. Close ending

4. Install module

Standard Rail Rail with Roof

Option 1: for Wiring mode 1&2 Option 2: for wiring mode 2&3

N

Endcap + Cap for wires INCON2-STBOX

- | ® i

il i i

End

INDU CONTILINE GEN2_IS_08-2020
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Step 1. Wiring cables into the system

ct to changes without notice.

Optional mode 1. INCON2-STFEED, wiring from overlapping part.

Q

; ® =25mm ® = 20mm

N
2 °

< O d @) o a) Power should be always
g - turned off during installation.

scriptions and illustrations herein are

S
£
5
o

2

£

-
E

)
@

I

Rue de Mons 3

- B-4000 Liége,

@ENT
—
®@EL1
F1LEM ——

- Schréder International Services

x
E]

El

- —
& ceem@u

5

&

® Cable tie attached to each wire @L2

]

3

&

2

3

g

2

a

°

8

S

1]

ight © Schréder S.
®
®

Copyright © S
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without notice.

a
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Optional mode 2. INCON2-MIDFEED-STD or INCON2-MIDFEED-WROOF,
wiring from middle position.

= 25mm ®=20mm 2

A

i - - odo - 4
—/ 3 Power should be always Z

— 000 ° «Q ‘ turned off during installation. Z;

@

]

The information, descripti

3
9
&
3
&
3

-4000

-B

kil
c
o)
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]

20 - Executive Publisher: Stéphane Halle
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\
@ EN1 | \ @one ©0A1
OL ® FILEM

Schréder S.A

Copyright ©
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Optional mode 3. INCON2-ENDFEED, wiring from ending.

®=25mm ®©=20mm A
W 000 @—= D
sut o Power should be always
turned off during installation.

ature and subject to changes without notice

£
S
o
<
=
=
7]
©
8
©
c
S

- B-4000 Liége, Rue de

Stéphane Halleux - Schréder International Services
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Type 1: Standard rails

Solution 1: Without small roof part.

Max distance : 4000mm

A\

Power should be always
turned off during installation.

VAN

20KG

30KG

/ Conjunction point

@ = :

Standard Rail : 2250mm Standard Rail : 2250mm

Max distance : 4500mm

/ Conjunction point

Standard Rail : 4500mm Standard Rail : 4500mm

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com
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Situation 2 : With small roof part “lINCON2R-ROOF415”

Max distance : 4500mm

AN\

Power should be always
turned off during installation.

@ Roof 41 5\ connections
Standard Rail : 2250mm Standard Rail : 2250mm
Max distance : 5500mm
Roof 415\-_57/ connections
@ f
Standard Rail : 4500mm Standard Rail : 4500mm
Disassemble

Locked

Unlocked

INDU CONTILINE GEN2_IS_08-2020 www.schreder.com
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Type 2: Trunking Rails with Roof

AN\

Power should be always
turned off during installation.

20KG

30KG

Max distance : 4500mm
conjunction point of roofs
/ conjunction point of rails

Rail : 2250mm Rail : 2250mm

Max distance : 5500mm

conjunction point of roofs
conjunction point of rails

Rail : 4500mm Rail : 4500mm
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Step 3: Install LED module

1. Choose the power supply mode for the LED module

Optional Mode 1: power supply is from main supply

Default connection

Phase selection in Mode 1

Switch black pin Switch black pin

- —_—
to position L2 to position L3

Black Pin Black Pin Black Pin

I
L1(Black) | . . . . . .
Defautive  L2/L3 Posiion Phase 1 as live wire Phase 2 as live wire Phase 3 as live wire

Power supply from DC emergency power system, handle module as below:

Disconnect default connection

LED Driver

LED Driver

) ]

— —
—

LED Driver
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Power should be always turned off during installation.
LED module installation under live trunking rail is forbidden! @ (,\_GD

T
ithout notice.

m
2
&

ations herein are only of an indicative nature and subject to changes without nof

2. Confirm the correct direction by checking color label on surface and orientation.

Red dot

Blue dot

g Green,
L1(Black) | D Green)
Defaultlive  L2/L3/Position

lustr

@

descriptions an;

@
3
)
o
“~§n

= 3 — = —7 = = ]

£

N ] ,' 5

« . - — =

(@ Move to the correct postion. *-._ ....——=="" (@) Move to the correct postion ]

® I press Press!

-4000 Liége, Rue de Mons 3 (Belgium)

- B

@

g

]

1]

€

o}

¢

S

Caution! @
Take care of correct E]
positioning during 2
installation to avoid T
damaging the pins! 2
s

S

2

]

@

B

3

S

0

9]

%

]
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3. Press the connector and make sure the module is attached properly. Then release!

T i o o
I = —=— = T
@ I Release
@ l Release
...... o = = = i
—

X—
Don't move after attach.

4. Cut and install blank cover

Don't move after attach

LED Module

1

LED Module

INDU CONTILINE GEN2_IS_08-2020

Plastic blank cover

www.schreder.com
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Power should be always

turned off during installation.

INCON2-EC, close the ending by endcaps.
Option 2: In the wiring mode 2 and 3
INCON2-STBOX(NF), covering overlapping part.

Option 1: In the wiring mode 1

26/28
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Annex 1: Interpretation of model number

Model no.: INCON2a-b-cdd-ee-2-f

Code a b c dd ee f
Family Size | Wattage |Ra CCT Optics Control
& Lumen |Value
“INCON2”
- 1-5ft [1-8kim-50W | 8- 30-3000K | 30 -30° N - Normal
“INDU CONTILINE GEN2” Ra>80
2-8ft [2-12km-8ow | 2- 40 - 3000K | 30A-30°x45 |D - DALI
Ra>90
3 - 16kim - 100W 50 - 3000K | 30B - 30°x90°
4 - 22kim - 140W 57 - 5700K | 60 - 60°
65 - 6500K | 90 - 90°
140 - 140°
(PC cover)
D25 -
Double 25°
L25 - Left 25°
R25 - Right 25°
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Model no.: INCON2a-b-cdd-ee-2-f

N

“a” stands for size: 1= 1.41m(5ft); 2= 2.25m(8ft);

2. “b” stands for output lumens and wattage: 1=50W with 8klm; 2=80W with 12.8klm; 3=100W with
16kim; 4=140W with 22.4kIm;

3. “c” stands for Ra value: "8” = "Ra>80"; "9” = "Ra>90";
“dd” stands for CCT: 30=3000K; 40=4000K; 50=5000K; 57=5700K; 65=6500K;
“ee” stands for beam angle: D25=Double 25°; L25=Left 25°; R25=Right 25°; 30=30°;
30A=30°x45°; 30B=30°x90°; 60=60°; 90=90°; 140=140°(PC Cover);
*Note: PC cover is only for 130° ONLY. For other beam angles, the cover is PMMA lens.

6. “f’ stands for dimmer type: N=Normal; D=DALI dimmer;

Trunking rails

INCON2R-8STD RAIL with 13 wires — standard, 2,256m / 8ft
INCON2R-16STD RAIL with 13 wires — standard, 4,512m / 16ft
INCON2R-8WROOF RAIL with 13 wires — with roof, 2,256m / 8ft
INCON2R-16WROOF RAIL with 13 wires — with roof, 4,512m / 16ft
INCON2R-ROOF415 415mm Stiffener roof part for std trunking rails (use to overlap

junction points)

Connector Nodes

IINCON2-STBOX(NF) Start Box (no feed)

INCON2-STFEED Start Feed Box for feed in power supply
INCON2-MIDFEED-STD Middle Feed Box for feed in power supply
INCON2-MIDFEED-WROOF  Middle Feed Box for feed in power supply
INCON2-ENDFEED End Feed Box for feed in power supply
Others

INCON2-PBC 8ft Plastic Blank cover

INCON2-EC Endcap

INCON2-CG-M20 Cable gland (Wire protector) M20
INCON2-CG-M25 Cable gland (Wire protector) M25
INCON2-RCLIP Clips for the Roof with pigtail hook
INCON2-RCLIP-CORD Clips for the Roof with cord(2 meters)
INCON2-SK-CO Suspension Kit with cord (2 meters)
INCON2-SK-PH Suspension Kit with pigtail hook
INCON2-CH2 2 meters of suspension chain
INCON2-SM Surface mount Kit

INCON2-ECROOF Endcap for Roof only
INCON2-FUNCMOD Funtional module
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