
AVENTO LT
Being at the core of urban and road infrastructure, lighting plays a 
crucial role in cities’ lives. From this perspective, we firmly believe 
lighting should be both cost-effective and high-performance.  

Based on our proven road LED lighting experience, we have  
developed AVENTO LT, a budget-friendly yet exceptionally efficient road 
lighting solution. This luminaire has been designed with a focus on 
compactness, cost-efficiency and superior performance. 

AVENTO LT is a robust lighting solution optimised to operate in hot, 
demanding environments while providing consistent efficacy over time 
and offering unmatched value. Experience the best in 
performance with a quick return on investment, with the 
AVENTO LT LED lighting solution. 
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CHARACTERISTICS

	> With asymmetric beam angle 
option

	> With more variations of high 
quality LED source modules

	> With more wattage variations
	> Highly protected against water 

and dust
	> Die-casting aluminum body
	> PC optical lens
	> 5mm tempered glass with silk 

screen
	> Post-Top and Side Entry     

mounting options
	> Maximum 15° rotation angle

KEY FEATURES
DIMENSIONS AND MOUNTING

AVENTO LT 1					     : 572x248x202			 

AVENTO LT 2					     : 620x268x202

AVENTO LT 3					     : 678x288x202

AVENTO LT 4					     : 714x288x202

Mounting Possibilities				    Post-Top Mounting

(LxW | height) in mm

						      Side Entry Mounting

(Tilt Settings) in deg			                 : -15° to +15°

TILT ANGLE SETTINGS

SIDE ENTRY MOUNTING

POST-TOP MOUNTING

LOAD SETTINGS

AVENTO LT 1					     : 3.1 to 3.4			

AVENTO LT 2					     : 4.2 to 4.7

AVENTO LT 3					     : 5.7 to 6.2

AVENTO LT 4					     : 7.2 to 7.7

(Weight) in kg



CHARACTERISTICS
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GENERAL

CE Mark			   Yes

HOUSING AND FINISH

Housing			   Die-casting Aluminum (Marine Grade)

Optic			   PC

Protector			  Clear/Tempered Glass

Housing Finish		  RAL 7040

Tightness Level		  IP66

Impact Resistance		 IK08/IK10

Vibration Test		  3G

Anti-Corrosion		  2500 hrs salt-spray test
			   Corrosion Protection 5CE

Any other RAL or AKZO colour upon request.

OPERATING CONDITIONS

Operating  Temperature 
Range (Ta)

-20°C up to +60°C with wind effect

Depending on the luminaire configuration. For more details, please our Sales 
Representative. 

ELECTRICAL INFORMATION

Electrical Class		  Class I

Nominal Voltage		  AC 120-277V 50/60Hz

Surge Protection		  10kV

Control Protocols		  0-10V, DALI

Relative Humidity (%) approx. 10% to 95% RH

OPTICAL INFORMATION

LED colour
temperature

2200K (Warm White WW722)
2700K (Warm White WW727)
3000K (Warm White WW730)
4000K (Neutral White NW740)

Colour rendering
index (CRI)

>70 (Warm White WW722)
>70 (Warm White WW727)
>70 (Warm White WW730)
>70 (Neutral White NW740) 

LIFETIME OF THE LEDS @ TQ 25°C

All configurations		  90000h - L90 B10

Lifetime may be different according to the size/configurations. Please consult our 
Sales Representative. 

SDCM			   3 MacAdam

ENEC Certified		  Yes

Socket			   NEMA, Zhaga (optional)

For CRI 80 request, please consult to our Sales Representative. 
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PERFORMANCE (LED 5050)

Luminaire output 
flux (lm)
>70/>80

Number 
of LEDs

9

Power 
Consumption 

(W)

Luminaire 
Efficacy (lm/W)

2675 2871 20W 128 137

Min Max

2610

2700K

15 4368 4687 31W 134 1394261

24 8968 9624 66W 129 1378749

44
14376 15428 101W 135 15314025

60 20994 22531 151W 132 14220482

72 28330 30395 211W 128 14327642

80 32238 34597 241W 127 14031452

AVENTO LT 1

Fixture Size

AVENTO LT 2

AVENTO LT 3

AVENTO LT 4

3000K 4000K

3725

8101

27111

31077

36950

3818

8326

12771

14970

27788

31854

37874

4097

9001

13706

16073

29822

34185

40646

MIN MAX MIN MAX MIN MAX

90 38620 41446 291W 128 14137678 41104 42132 45215

Note: Please consult to our Sales Representative for more details with regards with the required exact wattage, lumen output, LED number current (mA), etc.

30W

65W

100W

105W

210W

240W

290W

320W

2545

4155

8530

13675

19970

26953

30666

3631

7876

12148

14235

26433

30300

36027

36736 40077

2200K

MIN MAX

12460

14603

MIN MAX

106W 150W14968 1607214600 19848 2142314232 18799 19323 134 143



LIGHT DISTRIBUTION
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T1 Asymmetric T2 Asymmetric T3 Asymmetric

T4 Asymmetric T5 Symmetric

Note: Please consult to our Sales Representative for more details with regards with the optics or customization of optics based on the requirement.



ORDERING GUIDE
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Number
of LEDS + Drive 
Current (mA)*

Optic 
Type

AVT

9
9 LEDs

T2

254-
367

Note: 

1. Schreder reserves the right to update andd revise product specifications without prior public announcements or publisihing of marketing information. Please always consult your 
nearest Schreder Sales and Commercial Representative for latest  and valid product specifications

* Please consult the Drive Current ranges (mA) to our Sales Representative.

-

15
15 LEDs

T3

T4

24
24 LEDs

80
80 LEDs

Fixture 
Size

LT1
Small

-

LT2
Medium

LT3
Large

LT4
Extra Large

Fixture 
Code

-

Correlated
Color 

Temperature

T5

T1

44
44 LEDs

60
60 LEDs

72
72 LEDs

90
90 LEDs

Avento

Ordering Code reference: AVT-LT1-9254-T1-40-TN-5050

Fixture Code

Fixture Size

No of LEDs + Drive Current (mA)

Optic Type

Correlated Color Temperature (CCT)

Control Protocols + Socket Type

LED Chip Type

-

Control 
Protocol + 

Socket Type

-

LED Chip
Type

-

248-
474-
328-
467
371-
527
401-
540
463-
518
592-
691
632-
686

Very Narrow

Narrow

Medium Wide

Wide

Very Wide

27

30

40

22
2200K

2700K

3000K

4000K

D

TN

DN

T
0-10V w/o NEMA

DALI w/o NEMA

0-10V w/ NEMA

DALI w/ NEMA

HE

LF4

5050
STANDARD

HIGH EFFICACY

LENSO FLEX 4


